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Remote Tank & Fluid Level Monitoring Hardware

Configurable sensing, data logging, communication and field-power hardware for tank suppliers, liquid
distributors and instrumentation integrators.

WHAT YOU CAN MONITOR

•  Remote level visibility across distributed tanks

•  Low-level, refill or overflow status

•  Reduced manual site checks

EQUIPMENT OPTIONS

Battery / Solar Tank Kit

•  Battery or solar low-power logger

•  One submersible or non-contact level sensor

•  Outdoor enclosure, antenna and field-power components as
required

Mains RTU Multi-Tank Kit

•  Mains-powered industrial RTU or remote I/O

•  Multiple level sensors or switches

•  RS485/Modbus, 4-20 mA or DI signal collection

INTERFACES AND DATA HANDOFF

•  Field inputs may include RS485/Modbus, 4-20 mA and digital contacts

•  Uplink options may include Ethernet, cellular or LoRaWAN

•  Northbound delivery may include MQTT, HTTP, Modbus TCP or documented payloads where supported

Submersible Level
Transmitter

Radar Water Level
Sensor

Representative product families. Confirm the exact model and
configuration before ordering.

SEND US THESE SITE DETAILS

•  Tank contents and hazardous-area classification

•  Tank count, height, shape and approximate dimensions

•  Measurement range and required accuracy

•  Existing opening and mounting position

•  Process temperature and pressure

•  Power at each tank

Example data path - select the interfaces and radio for the ordered model

Level sensor Logger / RTU Cellular or LoRaWAN Customer platform

INSTALLATION AND MEASUREMENT LIMITS

Hazardous-area use requires model-specific certification | Confirm suitability for trade or custody-transfer measurement | Check wetted-material compatibility with the liquid

Exact specifications, certificates, compatibility, availability and warranty are confirmed in the written quotation.
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